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AMENDMENTS TO THE SPECIFICATION : 

Kindly replace the Abstract with the following amended Abstract: 

A fuel cell system is d e scrib e d for providing primary and/or auxiliary/backup power to one or 
more loads including portable equipment, motorized equipment, recreational equipment, 
communications devices, electronic instruments, motorized vehicles, light sources, computer 
systems, military vehicles, weapons systems, energy storage devices and other apparatus s e l e ct e d 
from the group comprising: lawn & garden equipment; radios; tel e phone; targeting e quipm e nt; 
batt e ry r e charg e rs; laptops; communications devices; sensors; night vision equipm e nt; camping 
e quipm e nt; stoves; lant e rns; lights; vehicl e s; cars; recreational v e hicl e s; trucks; boats; ferries; 
motorcycl e s; motoriz e d scoot e rs; forklifts; golf carts; lawnmowers; industrial carts; pass e ng e r 
carts (airport); luggag e handling equipm e nt (airports); airplan e s; lighter than air crafts; blimps; 
dirigibles; hov e rcrafts; trains; locomotiv e s; submarines (mann e d and unmann e d); torpedoes; 
s e curity syst e ms; e l e ctrical e n e rgy storage d e vic e s for solar based, tidal based, hydro based, 
wind based, and oth e r renewabl e e nergy source; equipment for which a primary and/or backup 
power source is n e cessary or desirable to enable the equipment to function for its intended 
purpose , military - usabl e variants of abov e , and suitabl e combinations of any two or mor e th e r e of . 
The system provides power to the one or more loads upon the occurrence of a power outage 
condition, which includes a disruption or discontinuation in the delivery of primary power (irer^ 
power from a system external primary sourc e , namely, a source other than the fuel cell system) 
to, or power demand condition by, the one or more loads. A controller senses outage of primary 
power to, or demand for primary power by, the one or more loads, and, responsive thereto, 
operatively engages one or more fuel cells to provide power to the one or more loads. 
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